Installation Guide ELECTRIC MIRROR®

MIRRORED CABINETS

MOUNTING INSTRUCTIONS

Ascension™ Luminous™
Ambiance™ Simplicity™
IMPORTANT safety purpose of the grounding wire. The
1 Must be installed by a qualified technician. mirrored cabinet must be grounded to avoid
1 Read these installation instructions. Keep possible electrical shock.
these instructions for future use.
 Follow all instructions. Protective padding is left on the door and other
§ Install in accordance with manufacturer’s portions of the cabinet for end installation, do not
instructions. remove until unit is fully installed.
1 This content subject to change without notice.
MODELS AND
FAILURE TO FOLLOW INSTRUCTIONS CONFIGURATIONS
COULD RESULT IN DEATH OR 1 Ambiance

SERIOUS INJURY. FAILURE TO 1 Ascension
FOLLOW INSTRUCTIONS 1 Luminous
VOIDS WARRANTY. T

Simplicity
The mirrored f:abinet must be mounted Note: not all models contain all components
or supported |ndependent|y. of an indicated in this document. Some of these
outlet box. Make sure electrical installation instruction may not apply to your
connections are wired correctly. Power and neutral specific model.

wires must be installed into the terminal block. The
ground must be connected. Do not defeat the
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Installation Guide

ELECTRIC MIRROR®

INSTALLATION
SUMMARY

IMPORTANToHRow all local codes for installation

1. Prepare and rough in the wall framing to
support the cabinet according the INSTALLING
THE CABINET (pg. 2) section.

2. Remove the door prior to cabinet installation.
3. Locate the proper location for the wiring in the

wall to pass into the cabinet. Important: Turn
off power at the circuit breaker panel.

Knockouts

4. Install the cabinet into or onto the wall,
remembering to pass the wiring into the
cabinet. Attach the wiring according to
directions in the WIRING THE CABINET (pg. 5)
section.

5. Re-attach the door and make all necessary
adjustments according to the DOOR
INSTALLATION (pg. 6) and HINGES AND
ADJUSTMENTS (pg. 6) sections.

6. Confirm wiring is correct for your installation
prior to applying power to at the circuit
breaker panel.

MIRRORED CABINETS
3.0 - 022017

INSTALLING THE
CABINET

RECESSED

Frame out the opening in the wall according to the
Sales Aid drawing of your specific size and model
cabinet. Ensure that a wall stud is located on either
side of the cabinet. Install the cabinet with the
front flange of the interior extrusion flush against

1

\\
(DN
Rough-in Information

Units  Model Width Height

1 30”7 22.38 in. (568.5mm) 28.63in. (720.9mm)
1 36" 22.38in. (568.5mm) 34.63in. (879.6mm)
1 40" 22.38in. (568.5mm) 38.631n. (981.2mm)

2 307 45.75 in. (116.05mm) 28.63in. (720.9mm)
2 367 45.75 in. (116.05mm) 3463 in. (879.6mm)
2 40" 45.75 in. (116.05mm) 38.631n. (981.2mm)

Secure the cabinet in wall recess and mount to the
2x4 studs with at least (4) #8 x 1.50” screws. For a
secure mount, place by hinge locations.
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RECESSING MULTIPLE CABINETS When recessing 3+ cabinets, include a 1-inch wood
When recessing 2 cabinets, you may order a strip between each and add 1-inch to the rough in
ganging kit and follow the rough in dimensions width for each space between each cabinet.
above.

SURFACE MOUNT
GANG KITS
When installing two recessed cabinets, follow the
rough-in dimensions above. If recessing two
cabinets, include a 1” 4
wood strip between
each cabinet.

An Electric Mirror
Mirrored Cabinet
Gang Kit should be
ordered to facilitate
proper installation of
multiple cabinets’

side-by-side.
Gang Kits
Cabinet Height Gang Kit Part No. Remove door before proceeding.
30 in. KIT-GANG-30
26in KIT-GANG-36 o Install the lower hanging cleat according to
40in. KIT-GANG-40 the drawing above. Secure with (4) #8 x 1.5-
inch screws. Screws should mount to wood
Top View framing or use appropriate wall anchors (not
included).
Add 1inch to the
total rough-in width ey . . .
of two cabinets Pass the wiring from the wall into the cabinet
Chassis Chassis through the knockouts.
,,,,, recess  recess
width width

G Rotate the top of the cabinet toward the
wall.

§ G Install the remaining cleat at the top side of
Cabinet ) § the cabinet. Secure with (4) #8 x 1.5 inch
spacer - screws.
If surface mounting multiple cabinets, simply install
#6-30% H them side by side using the surface mount

1/4 inch = (; \) upgrade Kits. Surface mounting exposes the sides

. Gang
screws P—rh = kit of the cabinets, which some people may find
[ | ﬂl-\'/-lf‘f;&'doors undesirable. Electric Mirror offers Surface Mount
/8 g‘ectﬁ,\,gezﬁ ,,,,,,,,,,,,, P Kits that include side mirror panels.
mirrors
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ELECTRIC MIRROR®

Surface Mount Kits (available separately)

Cabinet Includes Surface Mount
Height Part No.
30 in. Bracket and Side Mirrors KIT-SMO1-30
36 in. Bracket and Side Mirrors KIT-SM02-36
40 in. Bracket and Side Mirrors KIT-SM03-40

Bracket only 10778-16.00

SURFACE MOUNT SIDE MIRRORS

In a surface mounted kit, additional side mirrors
are included to hide the exterior of the cabinet
extrusion.

Q To attach these mirrors, first separate the left
and right sides. There is a location difference
between the brackets glued to the mirror for each
side.

Once aligned, attach from the inside of the

cabinet using the included #6-32 x Y inch
screws, 2x each bracket. Repeat for the opposite
side.

7

X

MIRRORED CABINETS
3.0 - 022017

ACCESSING THE WIRING JUNCTION

To access the wiring connection, remove the two
screws on the front electrical housing panel.

b

This will reveal the wire knockouts for passing
electrical wiring into the cabinet.
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